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14CYCLOJET Aqueous-Based Jet Cleaners



S/N DESCRIPTIONS SMALL MEDIUM LARGE

1.0 MODEL NO. CJS-1200-LD CJS-1600-LD CJS-2000-LD

2.0 Wash Platform

2.1 Maximum Size (A x B)A 900 x 900 mmA 1200 x 1200 mmA 1500 x 1500 mmA

2.2 Maximum Load Capacity 1000 Kg 1500 Kg 2000 Kg

3.0 Principal Dimensions

3.1 Width  (W) 2700 mm 3100 mm 3500 mm

3.2 Depth (D) 1600 mm 2000 mm 2400 mm

3.3 Height (H/ H1)B 2450/ 3550 mmB 2450/ 3550 mmB 2450/ 3550 mmB

4.0 Other Specifications

4.1 Wash Tank Capacity 1000 L 1500 L 2000 L

4.2 Wash Pump CapacityC 4.0 Bar @ 150 LpmC 4.0 Bar @ 200 LpmC 4.0 Bar @ 250 LpmC

4.3 Heaters Capacity (3-Ph) 24.0 Kw 36.0 Kw 48.0 Kw

4.4 Heat-Up Time (approx.) 60 ~ 90 mins 60 ~ 90 mins 60 ~ 90 mins

4.5 Wash Temperature (Max) 60 ~ 70 deg-C 60 ~ 70 deg-C 60 ~ 70 deg-C

4.6 Wash Duration (approx.) 15 ~ 30 mins 15 ~ 30 mins 15 ~ 30 mins

4.7 Exhaust Fan (Option) 2.0 m3/ min 3.0 m3/ min 4.0 m3/ min

4.8 Equipment Weight (Est.) 1000 Kg 1500 Kg 2500 Kg

5.0 Utilities Requirements

5.1 Electrical SupplyD 380 ~ 400 VoltsD 380 ~ 400 VoltsD 380 ~ 400 VoltsD

5.2 No. of Phase/ FrequencyD 3-Phase/ 50 HzD 3-Phase/ 50 HzD 3-Phase/ 50 HzD

5.3 Connected Load (Max) 24.0 Kw (TPN+E) 42.0 Kw (TPN+E) 55.0 Kw (TPN+E)

5.4 Air Supply/ Connections 4 ~ 6 Kgf @ 1/4” BSP 4 ~ 6 Kgf @ 1/4” BSP 4 ~ 6 Kgf @ 1/4” BSP

5.5 Exhaust Outlet Opening Dia. 75 mm Dia. 100 mm Dia. 125 mm

5.6 Drainage Outlet DN 50 DN 50 DN 50
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S/N DESCRIPTIONS SMALL MEDIUM LARGE

1.0 MODEL NO. CJM-1200-LD CJM-1600-LD CJM-2000-LD

2.0 Wash Platform

2.1 Maximum Size (A x B)A 900 x 900 mmA 1200 x 1200 mmA 1500 x 1500 mmA

2.2 Maximum Load Capacity 1000 Kg 1500 Kg 2000 Kg

3.0 Principal Dimensions

3.1 Width  (W) 2700 mm 3100 mm 3500 mm

3.2 Depth (D) 1600 mm 2000 mm 2400 mm

3.3 Height (H/ H1)B 2450/ 3550 mmB 2450/ 3550 mmB 2450/ 3550 mmB

4.0 Other Specifications

4.1 Wash Tank Capacity 500 L 750 L 1000 L

4.2 Rinse Tank Capacity 500 L 750 L 1000 L

4.3 Wash Pump CapacityC 4.0 Bar @ 150 LpmC 4.0 Bar @ 200 LpmC 4.0 Bar @ 250 LpmC

4.4 Rinse Pump CapacityC 4.0 Bar @ 150 LpmC 4.0 Bar @ 200 LpmC 4.0 Bar @ 250 LpmC

4.5 Wash Tank Heating (3-Ph) 12.0 Kw 18.0 Kw 24.0 Kw

4.6 Rinse Tank Heating (3-Ph) 12.0 Kw 18.0 Kw 24.0 Kw

4.7 Heat-Up Time (approx.) 60 ~ 90 mins 60 ~ 90 mins 60 ~ 90 mins

4.8 Wash Temperature (Max) 60 ~ 70 deg-C 60 ~ 70 deg-C 60 ~ 70 deg-C

4.9 Wash Duration (approx.) 15 ~ 30 mins 15 ~ 30 mins 15 ~ 30 mins

4.10 Rinse Duration (approx.) 5 ~ 10 mins 5 ~ 10 mins 5 ~ 10 mins

4.11 Exhaust Fan (Option) 2.0 m3/ min 3.0 m3/ min 4.0 m3/ min

4.12 Equipment Weight (Est.) 1500 Kg 2000 Kg 3000 Kg

5.0 Utilities Requirements

5.1 Electrical SupplyD 380 ~ 400 VoltsD 380 ~ 400 VoltsD 380 ~ 400 VoltsD

5.2 No. of Phase/ FrequencyD 3-Phase/ 50 HzD 3-Phase/ 50 HzD 3-Phase/ 60 HzD

5.3 Connected Load (Max) 30.0 Kw (TPN+E) 45.0 Kw (TPN+E) 60.0 Kw (TPN+E)

5.4 Air Supply/ Connections 4 ~ 6 Bar @ 1/4” BSP 4 ~ 6 Bar @ 1/4” BSP 4 ~ 6 Bar @ 1/4” BSP

5.5 Exhaust Outlet Opening Dia. 75 mm Dia. 100 mm Dia. 125 mm

5.6 Drainage Outlet DN 50 DN 50 DN 50
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